( ref. 99015036 ;

LANCE HS 12 2 "M + DSP45

Compact

Flow rate: full jet 230 I/min ((at 6 bar), spray jet 460 I/min
Type of valve: swivel nozzle

Coupling: DSP 45 without bolt

DESCRIPTION

HS nozzles are easy to handle and robustly constructed. By turning the rubber coated head, you can go from closed to full blast to spray line of 0-120°.

TECHNICAL SPECIFICATIONS

- Flow rate: full jet 230 I/min ((at 6 bar), spray jet 460 I/min

- Pressure Pr: 6 bar

- Pressure Pn: 16 bar

- Type of valve: swivel nozzle

- Jet pattern: steplessly adjustable jet pattern from closed to full jet up to spray jet 0-120°
- Throw length: 28 m (full jet), 4.5 m (spray jet)

- Coupling: DSP 45 without bolt

- Dimensions: L358 x W80 x H80 mm

- Material control head: control head rubber (NBR) and chrome
- Material barrel: impact-resistant plastic

- Standardisation: EN15182 and EN 671

- Weight: 1 kg

(EAVY DUTY PROTEGTIVE

"LIGHT WEIGHT TUBE:
MATERIAL SPECIAL TECHNICAL PO}
MODIFIED FOR ROUGH USAGE AT DEEP
TEMPERATURES.

RROSION
BURST PRESSURE APPROX 80 bar
ABSOLUTLY SMOGTH INNER SURFACE
FOR LESS PRESSURE LOSS.
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