
ref. 99063125

SPREADER SP 5260 CORE

SPREIDERS

Connection type: Core

Spread: 822 mm

Max tractive force: 82 kN (8.4 tonnes)

Theoretical spreading force: 650 kN (66.3 tonnes)

Weight: 19.6 kg

DESCRIPTION

Lightweight spreader for spreading, squeezing and pulling with one tool.

TECHNICAL SPECIFICATIONS

- Operating handle with improved grip

- Ergonomic carrying handle

- Integrated LED lighting in carrying handle (6 LEDs)

- 360° access to operating handle

- Built-in speed valve: without load, the arms open quickly to the desired distance for quick placement of the spreader.

- Max working pressure: 720 bar

- Spread: 822 mm

- Max tractive force: 82 kN (8.4 tonnes)

- Pull length: 701 mm

- Max spreading force: 522 kN (53.2 tonnes)

- Theoretical spreading force: 650 kN (66.3 tonnes)

- Min spreading force (EN 13204): 62 kN (6.3 tonnes)

- Max spreading force Sp3: 148 kN (15.1 tonnes)

- Max pinch force Sq1: 127 kN (13 tons)

- Required oil content (effective): 384 cc

- Connection type: Core

- Dimensions: 900 x 322 x 223 mm

- Weight: 19.6 kg
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- Standard EN 13204: BS62/822-19.6

- NFPA 1936 Standardisation: yes

- NFPA 1936 Standardisation: HPF 82 kN / HSF 117 kN / LPF 37 kN / LSF 58 kN

ACCESSORIES

- 99053461: Intersection point set CTS 01

- 99053456: spreading point set STS 02

- 99053459:Pulling attachment set PAS 02

- 99053464: Accessory set in case ACS 02

- 99014124:Pull chain set in case PCS 02

- 99014128: Pull chain set PCS 01
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