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POWER GENERATOR EU30IS 3000VA HONDA

STROOMGROEPEN

POWER GENERATOR EU30IS 3000VA HONDA

DESCRIPTION

Compact and quiet generator, but with a continuous output of 2800 Watt. This mobile power group is easy to transport due to the well-positioned levers and

sturdy wheels.

Applications: Works well with fan, submersible pump, impact drill, lighting, ...

TECHNICAL SPECIFICATIONS

- Anti-vibration system: fitted with rubber engine mounts to reduce mechanical stress

- Shutdown at low oil level

- Automatic decompression to reduce the tractive force required

- Eco-throttle: automatically adjusts the speed of the motor to the load. This saves fuel, extends the life of the engine and contributes to quieter operation.

- Built-in wheel set

- DC output (max 12 A) for battery charging (optional cable still required)

General

- Brand: Honda

- Type: EU 30is

- Mains voltage: 230 V - 50Hz

- Noise level: guaranteed sound power level at workstation 74 dB(A) 91 dB(A)

- Weight: 61.2 kg

- Dimensions: L658 x W482 x H570 mm

Engine

- Brand: Honda

- Type: 4-stroke OHV valve gear Petrol GX200 - Air-cooled

- Cubic capacity : 196 cm³ (1 cylinder)

- Speed: 3800 rpm

- Starter: Electrostarter and hand pulley equipment
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- Built-in fuel tank : 13 L - Autonomy approx 8h

Generator

- Type: inverter (mono-phase)

- Max power (230V): 3000 W

- Rated power (230V): 2800 W

- Rated single-phase voltage: 230 V

- Nominal frequency: 50 Hz

- Max current: 12.2 A

- Direct current output: 12V / 12A

- Number of single-phase sockets 230 VAC-CE: 2 (NBN)
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