( ref. 99072633 ;

COMBINED CUTTER HCT 5150 CORE

Connection type: Core

Spread: 380 mm

Max spreading force: 1860 kN (189.7 tons)
Theoretical cutting force: 670 kN (68.3 tonnes)
Weight: 14.8 kg

Removable spreading points

DESCRIPTION

To spread, cut, pinch and pull with one tool. Part of the 5000 series: without sacrificing performance, the lowest weight in its class.

TECHNICAL SPECIFICATIONS

- Operating handle with improved grip

- I-Bolt Technology: Flatter design for better access to confined spaces

- Integrated LED lighting in carrying handle (6 LEDs)

- 360° access to operating handle

- Gripping teeth on both blades, for extra grip when cutting and to prevent wider materials from being pushed out of the blades

- Removable spreading points: To make a complete cut without compressing materials between the points. Quick removal possible with one hand, even when

wearing gloves.

- Max working pressure: 720 bar

- Spread: 380 mm

- Max tractive force: 87 kN (8.9 tonnes)

- Pull length: 254 mm

- Max spreading force: 1860 kN (189.7 tons)

- Min spreading force (EN 13204): 43 kN (4.4 tonnes)
- Max pinch force Sql: 87 kN (8.9 tonnes)

- Max knife opening: 320 mm

- Theoretical cutting force: 670 kN (68.3 tonnes)

- Required oil content (effective): 135 cc
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- Connection type: Core

- Dimensions: 767 x 277 x 202 mm

- Weight: 14.8 kg

- Standard EN 13204: CK43/380-J-14.8

- NFPA 1936 Standardisation: yes

- Standard EN 13204 cutting capacity: 1J 2J 3K 4K 5K

- Standard NFPA 1936 cutting capacity: A7 B8 C8 D8 E8

- NFPA 1936 Standardisation: HPF 104 KN / HSF 79.7 kN / LPF 42.5 kN / LSF 32.9 kN
- Cutting performance round steel (S235 according to EN 13204): 36 mm

ACCESSORIES

- distribution points STS 04

- chain attachment set PAS 07

- accessory set in suitcase ACS 04
- 99014138: pull chain set PCS 03

Closed  —Spreading/squeezing rang
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